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Article 12:  San Diego Wildland-Urban Interface Code 

(“San Diego Wildland-Urban Interface Code” added 1-29-2026 by O-22042 N.S.;  

effective 2-28-2026.) 

 

Division 6:  Fire Protection Requirements 

(“Fire Protection Requirements” added 1-29-2026 by O-22042 N.S.; effective 2-28-2026.) 

 

 

§512.0601 General 

 

(a) Local Amendment. Section 601.3, Definitions, is amended to read as follows: 

 

Where used in Chapter 5, Article 12, Division 06 of the San Diego Municipal 

Code and Chapter 6 of the California WUI Code, the terms listed below shall be 

defined as follows: 

 

Defensible space means the buffer that a responsible person is required to 

create or maintain on property between a structure and the plants, brush, and 

trees or other items surrounding the structure that could ignite in the event of 

a fire. 

 

Fuel modification zone means a strip of land where combustible vegetation has 

been thinned or modified, or both, and may be partially or totally replaced with 

approved fire-smart or irrigated plants, or both, to provide an acceptable level 

of risk from vegetation fires. Fuel modification reduces the radiant and 

convective heat on a structure and provides valuable defensible space for 

firefighters to make an effective stand against an approaching fire front. 

 

Hazardous fire area means any land which is covered with native and 

naturalized vegetation including grass, grain, brush or forest, whether privately 

or publicly owned, or which is so situated or is of such inaccessible location 

that a fire originating upon such land would result an abnormally difficult job of 

suppression or would result in great and unusual damage through fire or 

resulting erosion. 

 

Public nuisance means the existence of dry and drying weeds, rubbish and 

waste material on property, lands, or premises which are dangerous or injurious 

to that or neighboring property, lands, or premises and which are detrimental to 

the welfare of the occupants or residents of the vicinity. 

 

Responsible person has the same meaning as set forth in Chapter 1, Article 1, 

Division 2 of the San Diego Municipal Code, including any person or entity 

who owns or who is legally obligated to maintain a structure. 
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Structure means any habitable building designed primarily for human 

occupancy including for residential, commercial, educational, and industrial 

uses and accessory buildings adjacent thereto that form a means of transmitting 

fire to the habitable building. 

 

Vegetation means all plants, including trees, shrubs, grass, and perennial or 

annual plants. 

(“General” added 1-29-2026 by O-22042 N.S.; effective 2-28-2026.) 

 

§512.0603 Vegetation Plan 

 

(a) Local Amendment. Section 603.2, Application, is amended to read as follows: 

 

All new plantings of vegetation in Wildland-Urban Interface Areas within the 

City of San Diego shall comply with sections 603.3 through 603.5 and the 

Landscape Regulations set forth in Chapter 14, Article 2, Division 04 of the 

San Diego Municipal Code. 

 

(b) Local Amendment. Section 603.3, Landscape Plans, is amended to read as 

follows: 

 

Landscape plans shall be provided for any new construction of, or additions to 

structures located in or adjacent to a hazardous fire area or when required by 

the Fire Code Official. The landscape plan shall include development and 

maintenance requirements for the fuel modification zones adjacent to 

structures and roadways and provide significant fire hazard reduction benefits 

for public and firefighting safety. 

 

Exception. Landscape plans are not required where it is determined by the 

Fire Code Official that the establishment of fuel modification zones is not 

necessary based on lot size, configuration, or proximity to hazardous 

vegetation. 

 

(c) Local Amendment. Section 603.3.1, Contents, is amended to read as follows: 

 

Landscape plans shall contain the following: 

 

(1) delineation of the 5-foot (1524 mm), 30-foot (9144 mm) and 100-foot 

(30 480 mm) fuel modification zones from all structures; 

 

(2) identification of existing vegetation to remain and proposed new 

vegetation; 

 

(3) identification of irrigated areas; 
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(4) a plant legend with both botanical and common names, and 

identification of all plant material symbols; 

 

(5) identification of ground coverings within the 30-foot (9144 mm) fuel 

modification zone; 

 

(6) identification of all hardscapes within the 100-foot (30 480 mm) fuel 

modification zone from all structures; and 

 

(7) identification of all slope grade breaks between fuel modification 

zones: 0-20%, 20-40%, and over 40%. 

 

(d) Local Amendment. Section 603.4.1, Shrubs, is amended to read as follows: 

 

All new plantings of shrubs shall comply with the following: 

 

(1) Shrubs shall not exceed 4 feet (1219 mm) in height in Zone 1 and 

6 feet (1829 mm) in height in Zone 2, as described in Table 603.5; 

 

(2) Groupings of shrubs are limited to a maximum aggregate diameter of 

10 feet (3048 mm); 

 

(3) Shrub groupings shall be separated from other groupings by a 

minimum of 15 feet (4572 mm) or as required by Table 604.3.6 (1), 

whichever is greater; 

 

(4) Shrub groupings shall be separated from structures by a minimum of 

30 feet (9144 mm); and 

 

(5) Where shrubs are located below or within a tree’s drip line, the lowest 

tree branch shall be a minimum of three times the height of the 

understory shrubs or 10 feet (3048 mm), whichever is greater. 

 

(e) Local Amendment. Section 603.4.2, Trees, is amended to read as follows: 

 

The responsible person shall manage trees as follows within the 30-foot fuel 

management zone (9144 mm) of a structure: 

 

(1) New trees shall be planted and maintained so that each tree’s drip line 

at maturity is a minimum of 10 feet (3048 mm) from any combustible 

structure; and 

 

(2) The horizontal distance between crowns of new trees and crowns of 

adjacent trees shall not be less than 10 feet (3048 mm) or as required 

by Table 604.3.6 (1), whichever is greater; and 
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(3) All portions of trees, other than the trunk, which extend within 10 feet 

(3048 mm) of a structure or the outlet of any chimney, must be cut 

back. 

 

(f) Local Addition. Section 603.5, Fuel Modification Zone Requirements, is 

added as follows: 

 

Where required by section 603.3, the landscape plans shall identify and 

establish fuel modification zones. The building or development permit must 

include legally binding covenants, conditions, and restrictions, designating the 

fuel modification zones and property owner or community maintenance 

responsibilities. 

 

(1) The standard fuel modification area is 100 feet (30 480 mm) in width, 

measured out horizontally from the structure in all directions on the 

site and is comprised of three distinct zones. The width of each zone 

shall be established according to Table 603.5. 

 

(2) The Fire Code Official may increase the fuel modification zone 

beyond the 100-foot (30 480 mm) minimum if fuel or topography or 

both are determined to increase the fire hazard severity, and when 

required, based on a fire protection plan. Any increase to the fuel 

modification zone beyond the 100-foot minimum shall comply with all 

applicable local, state, and federal laws and regulations governing 

environmentally sensitive lands. 

 

(3) The fuel modification zones must be established and maintained on the 

subject property, unless a recorded easement is granted by an adjacent 

property owner to the owner of the subject property to establish and 

maintain the required fuel modification zone(s) on the adjacent 

property. 

 

(4) The fuel modification zones shall extend for a distance not less than 

100 feet (30 480 mm) from all portions of the structure to provide an 

effective fire break between all structures and contiguous areas of 

native or naturalized vegetation. Where a minimum of 100 feet (30 

480 mm) cannot be provided, an applicant may request approval of 

alternative compliance if all the following conditions exist: 
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(A) The proposed alternative compliance provides sufficient 

defensible space between all structures on the premises and 

contiguous areas of native or naturalized vegetation as 

demonstrated to the satisfaction of the Fire Code Official based 

on documentation that addresses the topography of the site, 

existing and potential fuel load, and other characteristics 

related to fire protection and the context of the proposed 

development; 

 

(B) The proposed alternative compliance includes additional 

mitigation efforts to building construction or other site 

modifications to address the lack of defensible space; and 

 

(C) The proposed alternative compliance is not detrimental to the 

public health, safety, and welfare of persons residing or 

working in the area. 

 

(5) The Fire Code Official may require fuel modification zones to be 

established for existing structures or previously established fuel 

modification zones to be modified in compliance with this section for 

any area, independent of size, location, or condition if it is determined 

that an imminent fire hazard exists based on current conditions related 

to fuels, slope, new development, or other hazardous conditions as 

determined by the Fire Code Official. 

 

(6) The height, area, and spacing requirements for vegetation in a fuel 

modification zone shall comply with Tables 604.3.6 (1) and  

604.3.6 (2). 

 

(7) Fuel modification zones shall be maintained at all times in accordance 

with section 604.3. 

 

Table 603.5 

Fuel Modification Zone Width Requirements 

Fuel Modification Zone (FMZ) Distance From Structure 

Zone 0 0 – 5 feet 

Zone 1 5 – 30 feet 

Zone 2 30 – 100 feet 

Zone 3 a 100 – 200 feet 

a. Where required by section 603.5 (2), the Fire Code Official may require an additional 100’ for a total fuel modification zone 

of 200’. 
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(g) Local Addition. Section 603.5.1, Fuel Modification of Combustible 

Vegetation from Sides of Roadways, is added as follows: 

 

The Fire Code Official may require a responsible person to modify 

combustible vegetation in the area within 20 feet (6096 mm) from each side 

of a public or private road adjacent to the property to establish a fuel 

modification zone. 

(“Vegetation Plan” added 1-29-2026 by O-22042 N.S.; effective 2-28-2026.) 

 

§512.0604 Maintenance of Defensible Space 

 

(a) Local Amendment. Section 604.1, General, is amended to read as follows: 

 

A responsible person shall manage vegetation and fuels to reduce the severity 

of potential exterior wildfire exposure to structures and to reduce the risk of 

fire spreading to structures, as required by applicable laws and regulations. 

 

(b) Local Amendment. Section 604.2, Application, is amended to read as follows: 

 

Structures located within Wildland-Urban Interface Areas shall maintain the 

required vegetation and fuel management. 

 

(c) Local Amendment. Section 604.3, Requirements, is amended to read as 

follows: 

 

A responsible person shall maintain vegetation and fuel around all structures 

in accordance with the following laws and regulations; 

 

(1) Public Resources Code section 4291; 

 

(2) California Code of Regulations, Title 14, Division 1.5, Chapter 7, 

Subchapter 3, Article 3, section 1299.03; 

 

(3) California Government Code section 51182; and 

 

(4) California Code of Regulations, Title 19, Division 1, Chapter 7, 

Subchapter 1, Section 3.07. 
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(d) Local Addition. Section 604.3.1, Defensible Space Fuel Modification Zones, 

is added as follows: 

 

(1) A responsible person shall at all times maintain a defensible space 

zone(s) around a structure within a Wildland-Urban Interface Area by 

removing, clearing, or modifying combustible vegetation and other 

flammable materials from areas within 100 feet (30 480 mm) from all 

portions of any structure. When a structure is setback less than 100 

feet (30 480 mm) from the property line, a defensible space fuel 

modification zone shall be maintained in the area between the 

structure and the property line. 

 

(2) Distances may be increased by the Fire Code Official because of a 

site-specific analysis, based on local conditions or, when required, 

based on a fire protection plan. 

 

(e) Local Addition. Section 604.3.2, Zone 0 Requirements, is added as follows: 

 

Zone 0 is the area immediately adjacent to the exterior wall surface or patio, 

deck, or attachment to structures extending 5 feet (1524 mm) on a horizontal 

plane. Zone 0 requirements shall apply to all new structures applying for a 

building permit on or after the effective date of this Ordinance, and shall 

apply to existing structures one year after the Ordinance effective date. A 

compliance plan may be established to allow sufficient time for structures to 

fully comply with these regulations. The requirements within Zone 0 are as 

follows: 

 

(1) No landscape materials that are likely to be ignited by embers are 

permitted within Zone 0. This includes ornamental or native plants, 

shrubs, fallen leaves and tree needles, weeds, and combustible 

mulches including bark and woodchips; and 

 

(2) No items that are likely to be ignited by embers are permitted within 

Zone 0, including combustible boards, timbers, firewood, petroleum-

based products, window boxes, and trellises. The responsible person 

shall keep the roof and rain gutters clear of leaves and needles. The 

area under decks, balconies, and stairs shall be kept free from 

vegetation and combustible items. 
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(f) Local Addition. Section 604.3.3, Zone 1 Requirements, is added as follows: 

 

Zone 1 is the area immediately adjacent to Zone 0 and extends out in a 

horizontal plane from the structure. Zone 1 shall typically consist of pavement 

and permanently irrigated ornamental planting. All vegetation shall be well 

watered and well maintained by the responsible person. The requirements 

within Zone 1 are as follows: 

 

(1) Vegetation within Zone 1 shall be primarily low-growing and less than 

4 feet (1219 mm) in height except for trees; and 

 

(2) The responsible person shall remove all dead and dying grass, plants, 

shrubs, trees, branches, leaves, weeds, and needles from Zone 1; and 

 

(3) Trees within Zone 1 shall be located away from structures a minimum 

distance of 10 feet (3048 mm) as measured from the drip line of the 

tree at maturity to the roofline of a structure or chimney or stovepipe 

outlet; and 

 

(4) Exposed firewood piles shall be relocated outside of Zone 1 unless 

they are completely enclosed in a fire-resistant material; and 

 

(5) Zone 1 includes a transitional area adjacent to Zone 0 that protects the 

integrity of Zone 0 and is the area within 5 feet (1524 mm) of Zone 0 

or to the property line, whichever is closer. Plants within this 

transitional zone shall not be greater than 2 feet (610 mm) in height. 

 

(g) Local Addition. Section 604.3.4, Zone 2 Requirements, is added as follows: 

 

Zone 2 is the area immediately adjacent to Zone 1 extending out in a 

horizontal plane from the structure. The responsible person shall comply with 

the requirements within Zone 2 as follows: 

 

(1) Annual grasses and forbs shall be cut down to a maximum height of 

4 inches (102 mm); 

 

Exception:  Grass may be maintained up to 18 inches (457 mm) in 

height on slopes where it is necessary to stabilize the soil and prevent 

erosion. 

 

(2) Dead and dying woody surface fuels and aerial fuels shall be removed; 

except loose surface litter, normally consisting of fallen leaves or 

needles, twigs, bark, cones, and small branches, shall be permitted to a 

maximum depth of 3 inches (76 mm); 
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(3) All exposed wood piles must have a minimum of 10 feet (3048 mm) 

of clearance, down to bare mineral soil, in all directions; 

 

(4) Horizontal and vertical spacing among shrubs and trees must follow 

the spacing guidelines in Table 604.3.6 (1); 

 

(5) Approximately 50% of the plants over 24 inches (610 mm) in height 

shall be cut and cleared to a height of 6 inches (125 mm) to achieve 

the spacing required in Table 604.3.6 (1). 

 

(6) Ground cover or shrubs that are less than 24 inches (610 mm) in 

height can be maintained in mosaic groupings of up to 400 square feet 

(37 square meters). Groupings shall be separated by a minimum of 

10 feet (3048 mm); and 

 

(7) All plants remaining after 50% are reduced in height shall be pruned to 

reduce fuel loading. Non-native plants shall be pruned before native 

plants are pruned. 

 

(h) Local Addition. Section 604.3.5, Zone 3 Requirements, is added as follows: 

 

Zone 3, when applicable, is considered a thinning zone and is any fuel 

modification zone greater than 100 feet (30 480 mm) from a structure. When 

provided, either by conditions of development or where required by the Fire 

Code Official, the amount of fuel reduction and removal shall take into 

consideration the type and density of fuels, aspects, topography, weather 

patterns, and fire history. Typical fuel reduction in Zone 3 is 50% thinning 

between 100 and 150 feet from the structure and 30% thinning between 150 

and 200 feet from the structure. 

 

(i) Local Addition. Section 604.3.6, Spacing and Separation Requirements, is 

added as follows: 

 

The height, area and spacing of trees, shrubs, and other vegetation shall be in 

accordance with Tables 604.3.6 (1) and 604.3.6 (2). 
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Table 604.3.6 (1) 

Plant Spacing Requirements  

  

  

Trees   

Minimum horizontal space from edge of one tree canopy to 

the edge of the next tree canopy  

Slope  Spacing  

0% to 20%  10 feet  

20% to 40%  20 feet  

Greater than 40%  30 feet  

  

  

Shrubs   

Minimum horizontal space between edges of shrub  

Slope  Spacing  

0% to 20%  2 times the height of the shrub  

20% to 40%  4 times the height of the shrub  

Greater than 40%  6 times the height of the shrub  

Vertical Space   Minimum vertical space between top of shrub and bottom of 

lower tree branches:  

3 times the height of the shrub  
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Table 604.3.6 (2) 

Vegetation Height and Area Requirements 

 

Type of 

Vegetation 

Zone Maximum 

Height 

Maximum Area /Diameter % of Slope / 

Minimum Horizontal 

Spacing  

Ground Cover 1 & 2 12-inches  Not Applicable Not Applicable 

Mosaic 

Grouping of 

Ground Cover 

(GC) 

1 18-inches 

Groupings shall not exceed 200 sq. ft. 

without minimum spacing to next 

grouping 

 

Table 604.3.6 (1) 

 

2 24-inches 

Groupings shall not exceed 400 sq. ft. 

without minimum spacing to next 

grouping 

Table 604.3.6 (1) 

 

Single Shrub 

1 

4 feet  

(2 feet within 

Zone 1 

Transitional 

area)   

4-foot diameter 
Table 604.3.6 (1) 

2 6-feet 4-foot diameter 

Table 604.3.6 (1) 

 

Grouping of 

shrubs 

1 Not Allowed Not Applicable Not Applicable 

2 4-feet 

Groupings shall not exceed 100 sq. ft. 

without minimum spacing to next 

grouping 

 

Table 604.3.6 (1) 

 

Single Tree 

1 Not Applicable 
Tree canopy at full maturity not 

allowed within 10 feet of any structure  

Table 604.3.6 (1) 

 

2 Not Applicable Not Applicable 

Table 604.3.6 (1) 
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(j) Local Addition. Section 604.3.7, Public Nuisance, is added as follows: 

 

Any condition caused, maintained, or permitted to exist in violation of any 

provision of this code which constitutes a threat to public health, safety, and 

welfare may be deemed a public nuisance and may be abated by the City 

under the procedures set forth in San Diego Municipal Code, Chapter 1, 

Article 2, Divisions 06 and 07 and Chapter 5, Article 4, Division 02. 

 

(k) Local Addition. Section 604.3.8, Vacant Lots, is added as follows: 

 

(1) The responsible person shall remove trash, rubbish, debris, and other 

combustible materials, including weeds, which create a fire or safety 

hazard, from the property. 

 

(2) The responsible person shall clear properties of one acre or less of 

weeds and other combustible vegetation or materials in their entirety. 

 

(3) Properties larger than one acre: 

 

(A) shall have a minimum of 30 feet (9144 mm) of clearance from 

the property lines that abut improved properties; and 

 

(B) shall have a minimum of 100 feet (30 480 mm) of clearance 

from structures on adjacent properties. 

 

(4) Clearance Requirements: 

 

(A) Clearance of properties shall be accomplished by methods that 

will not disturb native soil or rootstock such as mowing or 

trimming. Cuttings may be mulched and left on top of the soil 

to a maximum depth of 3 inches (76 mm) or may be hauled to 

an approved landfill site; and 

 

(B) Annual grasses and weeds shall not exceed a height of 4 inches 

(102 mm) or less; and 

 

(C) The responsible person shall remove all dead or dry plants, 

shrubs, weeds, leaves, and pine needles; and 

 

(D) Minimum vertical space between the top of shrubs and the 

bottom of lower tree branches shall be three times the height of 

the shrub (branches shall be no less than 6 feet above the 

ground); and 

 

(E) Areas within 100 feet (30 480 mm) of a structure must be 

maintained in accordance with section 604.3.4. 
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(l) Local Addition. Section 604.3.9, Designated Evacuation Roadways, is added 

as follows: 

 

Responsible person shall provide vegetation management along City-

designated evacuation roadways. Vegetation management shall consist of 

clearing, modifying, or both clearing and modifying, 20 feet on each side of 

designated roadways. Vegetation management includes: 

 

(1) maintaining grass to a maximum height of 4 inches; 

 

(2) removing all vegetation that is not fire-smart; 

 

(3) removing invasive species; 

 

(4) removing all dead plants, shrubs, and weeds; 

 

(5) removing dead or dry leaves and pine needles; 

 

(6) trimming tree canopies and branches so that they do not extend over 

any portion of the roadway; and 

 

(7) maintaining minimum vertical space between the top of shrubs and the 

bottom of lower tree branches to three times the height of the shrub. 

Branches shall be no less than six feet above the ground. 

 

(m) Local Addition. Section 604.3.10, Prescribed Herbivory, is added as follows: 

 

(1) Where specifically authorized by the Fire Code Official, goats may be 

used for brush management on privately owned land. 

 

(2) At least 10 business days prior to using goats for brush management, 

the property owner shall apply to the Fire Rescue Department for a 

permit. 

(“Maintenance of Defensible Space” added 1-29-2026 by O-22042 N.S.;  

effective 2-28-2026.) 
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§512.0605 Spark Arrestors 

 

Local Amendment. Section 605.1, General, is amended to read as follows: 

 

Chimneys serving fireplaces, barbecues, incinerators or decorative heating appliances, 

or other burning equipment or device in which solid or liquid fuel is used, shall be 

provided with a spark arrestor. Spark arrestors shall be constructed of woven or welded 

wire screening of 12 USA standard gage wire (0.1046 inch) (2.66 mm) having 

openings not exceeding 1/2 inch (12.7 mm). 

(“Spark Arrestors” added 1-29-2026 by O-22042 N.S.; effective 2-28-2026.) 

 

§512.0608 Building Siting and Setbacks 

 

(a) Local Amendment. Section 608.2, General, is amended to read as follows: 

 

All parcels shall provide a minimum 30-foot (9144 mm) setback for all 

buildings from property lines and the center of a road, except as provided in 

section 608.2.1 and section 608.2.2. 

 

(b) Local Amendment. Section 608.2.1, Setback Reduction, is amended to read as 

follows: 

 

A reduction in the minimum setback shall be based upon practical reasons, 

which include parcel dimensions or size, topographic limitations, development 

density requirements or other development patterns that promote low-carbon 

emission outcomes, sensitive habitat, or other site constraints, and shall provide 

for an alternative method to reduce structure-to-structure ignition by 

incorporating features such as: 

 

(1) noncombustible block walls or fences; 

 

(2) noncombustible material extending 5 feet (1524 mm) horizontally from 

the furthest extent of the structure; 

 

(3) hardscape landscaping; 

 

(4) a reduction of exposed windows on the side of the structure with 

setback less than 30 feet (9144 mm); 

 

(5) increased fire resistance rating of walls and openings; or  

 

(6) the most protective requirements in Chapter 5 of the California WUI 

Code. 
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(c) Local Addition. Section 608.2.2, Setback from Slope, is added as follows: 

 

Where a slope has a gradient exceeding 4:1 (25%) or steeper and 50 feet 

(4572 mm) in vertical height or higher, the following setbacks shall apply: 

 

(1) Single-story structures shall be setback a minimum of 15 feet 

(4572 mm) horizontally from top of slope to the farthest projection from 

the structure. 

 

(2) Structures with two or more stories, or single-story structures where 

plate height exceeds 12 feet (3658 mm) above grade shall be setback a 

minimum of 30 feet (9144 mm) horizontally from top of slope to the 

farthest projection from the structure.  

 

(3) Exceptions. The Fire Code Official may reduce setback requirements 

based on any of the following:  

 

(a) structures constructed with a noncombustible exterior wall 

adjacent to the slope, no openings adjacent to the slope, no 

combustible attachments to the exterior wall adjacent to the 

slope, and no roof eaves adjacent to the slope; 

 

(b) there exists no open wildland fuel area directly adjacent to the 

structure, and the slope is directly adjacent to developed parcels 

with fuel management principles in place; or 

 

(c) the Fire Code Official determines that a significant hazard does 

not exist. 

(“Building Siting and Setbacks” added 1-29-2026 by O-22042 N.S.;  

effective 2-28-2026.) 


